RATIONAL

Preventive maintenance checklist - iCombi Pro/iCombi Classic

Customer and unit data

Customer and unit data

Company (customer): Contact person (customer):
Street: Postcode:
Town,/Country: Country:
Serial number unit/ .
UltraVent: Software version:
Regular maintenance
Regular maintenance Yes No Comments

Preparation for maintenance

> All service data and HACCP data are saved on the USB
stick

> Unit connected with ConnectedCooking

> Current software available on the unit

> Error memory checked, error rectified if necessary and
error memory erased

For heavy use with grease, check the following settings:

> Control solenoid in unit settings to 'ON'
> Set the profile selection in the basic service settings to
‘Heavy User’

Unit check (external check):

> Checked for leaks
> Riser pipe clean and free of obstructions
> Wastewater piping in order

Maintenance for unit door:

> Unit door and glass pane package, as well as door
settings OK

> Door gaskets and, if applicable, gasket for mobile oven
rack undamaged/functional

> LED optics OK
=> |f not OK, heavy-duty LED optics required

Examination of the cooking cabinet:

> All cooking cabinet components undamaged, correctly
installed and operational

Moistening nozzle free of lime and dirt

Moistening nozzle with sufficient flow

Hot air element/heat exchanger free of dirt

Core probe without discolouration or damage
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Regular maintenance

Yes

No Comments

Maintenance of the water connection/drain:

> Wastewater piping properly designed and freely
accessible

> Control solenoid free of lime and dirt

> Control solenoid with sufficient flow

> For heavy use with grease: Pipe bend sealed with hose
clamps (foam brake) and in undamaged/functional
condition

> Wastewater box in undamaged/functional condition

> Complete water distribution tight, water inlet filter
clean and valves operational

> All pumps and add-on components operational and
tight

> Control box with all components operational and clean

> |f water treatment is available, specify manufacturer
and, if available, measured values in the comment field
NOTICE! We do not recommend the use of sodium
ion exchangers

> Water quality meets RATIONAL specifications, level
detection checked

Maintenance of the steam generator:

> Steam generator and all associated components
operational

> Visual inspection of the filling box (steam generator
water outlet safety fitting) for contamination

> Transition from cooking cabinet to steam generator
tight, clean and unobstructed

> Hoses operational and tight

Maintenance of the electrical system:

> Electrical wiring fault-free (terminals tight and no
damaged insulation)

> Steam and hot air heating operational

> Maximum board temperature checked (check air filter if
necessary)

> Current hot air consumption (at 100 %) for electric
units:
Enter in the comment field

> Current steam consumption (at 100 %) for electric
units:
Enter in the comment field

Maintenance of the control panel:

> Control panel operational and tight
> All control panels without damage and operational

Maintenance of the exhaust hood / UltraVent:

> All fat filters installed and clean

> Clearance between the top edge of the unit and the
bottom edge of the exhaust hood/top panel in
accordance with installation instructions

> Condition and remaining service life of the HEPA filter
sufficient
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Regular maintenance

Yes

No

Comments

Maintenance of the rollers and wheels:
> All rollers and wheels of the stand, the mobile oven
racks or the Combi-Duo are securely tightened and
without damage

Instructions for unit care:

> Instruction in unit maintenance given depending on
unit usage

Instruction in advanced unit maintenance for in-house
technicians (optional):

> Replacement of filter and door gasket explained

> Descaling of moistening nozzle explained

Checking electrical safety

Checking electrical safety

Yes:

No:

Comments:

> Electrical safety (leakage current, insulation and
earthing) tested in accordance with local standards and
legal regulations, and complies

Warning gas components

Warning gas components

Yes:

No:

Comments:

> Gas components/gas connections tight and
operational

> External gas interlock system operational and tested

> Flue gas test carried out and values within the
permitted range

Warning gas components

Values:

> Dynamic connection flow pressure in manual hot air
cooking mode (all units in operation)

> CO, max steam - flame current - CO ppm

> CO, min steam - flame current - CO ppm

> CO, max hot air top - flame current - CO ppm
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Warning gas components

> CO, min hot air top - flame current - CO ppm % HA ppm

> CO, max hot air bottom - flame current - CO ppm % HA ppm

> CO, min hot air bottom — flame current — CO ppm % HA ppm
Steam: mm inch

> Specify length of CO,
gas valve screw (length Hot air top: mm inch
in millimeters or inches)

Hot air bottom: mm inch

Recommended part replacement

Replacement recommendations do not absolve you from regular checks during maintenance and, if necessary, any
replacements ahead of time. The runtime hours/switching cycles can be found in the service data of the customer unit.

Affected component: Replacement date: Replaced:

> During the additional maintenance

> Gas burner seals > After 10,000 hours of operating time or after 3 years

> Motor shaft seal > After 6,000 hours fan motor runtime

> Door catch (tabletop units) > After 150,000 door openings

> Ignition electrode (steam/hot air) > After 20,000 hours steam/convection heating time
> Battery of the main PCB (CR2032) > Replacement as soon as voltage is lower than 2.8 V

Only for medium and intensive users

> Cleaning pump hose ‘ > After 6 years

Compulsory part replacement

The expiry date (expiry year/calendar week) is printed on the gas valve.
The switching cycles can be found in the service data in the service level of the RATIONAL unit.

Affected component: Replacement date: Replaced:

> As soon as either 8 years or 1,000,000 switching cycles
("count") are reached.

> Gas valves

User classification and recommendation of maintenance interval

Definition of user classification: Light, Medium or Heavy
Operating hours Main use of the unit:
per day Steaming and baking Mixed use (restaurant) 22'3?; [::zrrs‘f:; Ztrulrl'-eé :se Hii:;:{?::;:::‘:;:nd
>12 hrs Medium Medium Heavy Heavy
4-12hrs Light Medium Medium Heavy
<4 hrs Light Light Medium Medium
User classification Recommended maintenance interval:
"Light" Once a year
"Medium" Twice a year
"Heavy" Three times a year
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Signatures

The activities associated with the customer’s maintenance package have been carried out correctly. The corresponding
fields of the overview list have been completed fully and correctly.
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